

PA PROX
PROX - Mobile amplified system

Overview
PROX - Mobile amplified system PROX is a Proel mobile amplified system ideal for outdoor voice and music broadcasting during outside
events so as marche, processions, sport events, guided tours, exhibitions. Such sound portable system through very efficient 2 speakers
ensures the voice broadcasting with a great quality level. An appropriate using for a second wireless microphone allows 2 wireless system
use contemporaneously. PROX can be carried thanks to a couple of belts or can be fixed on a supporting base included in the supply. The
internal battery rechargeable (rechargeable apparatus included in the supply) ensure an autonomy of 4 hours and a charge level indicator.
Proel Prox exclusive design foresees MP3 player use (optional) for broadcasting purposes. Proel supplies Prox with the appropriate carrying
bag, containing the entire system.

Technical Specifications
Type: Mobile amplified system
Speaker/s: 2 Horn speaker
RMS power: 2x 25W
Frequency band: 214 .8MHz standard (209..15MHz optional for second RF mic)
Modulation: FM

Frequency response: 150Hz - 16KHz (-3dB)
Distortion (THD): < 0.5% (@ Pnom 1KHz)
S/N Ratio: > 80dB
Operating temperature: 0 - 4 0º C
Inputs: 2x RF MIC - 1x MIC - 1x MP3 - 1x AUX
Input Sensitivity: MIC: 1.5mV / 10 Kohm - Phantom power - MP3: 150mV / 4 7 Kohm - AUX: 150mV / 4 7 Kohm
Controls: 1 MAIN VOLUME CONTROL - 1 MP3/AUX VOLUME CONTROL -1 MIC VOLUME CONTROL - 1 TREBLE AND BASS TONES CONTROL RF MICROPHONES SQUELCH AND SENSITIVITY
CONTROLS
Power Supply: 230Vac 50/60Hz (17Vdc/6A battery inside)
Output Connectors: Inputs MIC: 1x XLR - MP3: 1x JACK 3.5mm - AUX: 1x RCA
Dimension: 300 x 14 50 x 500mm
Weight: 5.5 Kg
Notes: n. 1 VHF microphone included
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Technical specifications and appearances are subject to change without notice and accuracy is not
guaranteed. All trademarke are the property of their respective owners. PROEL accepts no liability for any
loss which may be suffered by any person who relies either wholly or in part upon any description,
photograph or statement contained herein. Colors and specifications may vary from actual product. PROEL
products are sold through authorized fullfillers and resellers only. This manual is copyrighter. No part of
this manual may be reproduced or transmitted in any form or by any means, electronic or mechanical,
including photocopying and recording of any kind, for any purpose, without the express written
permission of PROEL - Via alla Ruenia 37/43 - CAP 64027 - Sant'Omero (TE) ITALY.

For service, support, or more information contact:
Proel S.p.A.
Via alla Ruenia 37/43
CAP 64027 - Sant'Omero (TE) ITALY

